
The entry-level model for small car parks

The Boom Barrier MCS25 is a barrier that is frequently used at private areas or car parks of smaller 
offices. The MCS25 is suitable for locations with not that much traffic, but where there is still 
the need for controlled closure. The arm length of the MCS25 varies between 2 and 4,5 meters. 
Depending on the arm length of the barrier, the opening speed is between 1,5 and 4 seconds. If 
required, the MCS25 can be equipped with a so-called ‘break-out arm’ to prevent serious damage 
in the event of a collision.
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Whichever Boom Barrier you choose, at Bavak you are assured of quality. For more than 30 years, Bavak has been 
delivering and installing worldwide Boom Barriers in many different variations. This experience provides us with an 
enormous expertise in the field of total project guidance. We can even take care of the entire civil works. This way, 
you only have one reliable and professional point of contact for the purchase and installation of your Boom Barrier.

Bavak provides combined strength of knowlegde and experience.



For more information, please visit www.bavak.com 
 Bavak Security Group 
Zwarteweg 19, 2201 AA, Noordwijk 
info@bavak.com 
T: +31 71 403 55 44 

Technical specification Boom Barrier MCS25

Barrier housing
- Dimensions: 350 x 320 x 1.010 mm (w x d x h)
- Parts             : Folded and welded steel plate of 2,5 mm with internal reinforcement till 10 mm, an access door, 
            removable cover and a base plate (6 mm)
- The removable cover runs diagonally upwards to the centre
- Pivot points are mounted with bearings and tension rings

Barrier arm
- Round aluminium tube (Ø 84 mm) with a plug at both ends
- Red reflective stripes on both sides (330 x 90 mm)
- Balanced by a wear-resistant compression spring (> 3.000.000 cycles)
- Secured by 4 stainless steel bolts which makes it easy to replace
- 3 types: Type R = Right-hand mounted barrier arm
  : Type L = Left-hand mounted barrier arm
  : Type C = Centrally mounted barrier arm

Finishing
- Surface treatment: blasted and metallized
- Finished with a thermo-hardened polyester coating

Safety
- Emergency release accessible via access (locked) door in front of the column. When the door is opened,  
   the safety interrupter prevents that the barrier opens automatically.

Emergency crank
- The Barrier can be opened manually by using a crank on the right-hand side of the column. When the crank is 
   installed, the motor power will shut off. Optionally, an emergency crank can be added on the outside.

Drive mechanism
- The single bearing intermediate shaft (25 mm) is driven by a single-phase gear motor using a crankshaft- 
   connecting rod mechanism to the single bearing output shaft (35 mm). This mechanism ensures a fluent 
   acceleration and deceleration of movement and mechanical locking in the end position.

Durability
- The torque exerted applied on the arm of the barrier ensures a safe ration to the torque required. By combining 
   the favourable power factor (1,3) and the clutch the Boom Barrier is maintenance free. 

Control system
- The built-in FEIG-controller is suitable for a wide range of applications (such as a 3-push button, switch pulse, 
   start with automatic closing, loop start) and is provided with a magnetic motor safety switch. The control system 
   prevents slipping and ensures a long service life of the motor. The controller can be connected to and managed 
   by other security management- or domotics systems with additional communication software. 

Options
- Folding arm
- Articulated arm
- Support pole
- Master/slave configuration 
- Frequency control
- External crank
- Potential free contact from limit switches in terminal block
- Maritime coating or stainless steel


